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Spezifikation und Eigenschaften
Produkt: LIP LED Tri-Proof Light

PArtikel Nummer: se-2120w. SE-2T30W. SE-4T40W. SE-4T50W
SE-4T60W. SE-5T50W. SE-5T60W. SE-5T70W
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LIP-Technik
Eigenschaften:

e Einzigartiges Patent Design, TUV-GS, SAA, ERP und CE-zertifiziert.
Wasserdicht, staubdicht, feuchtigkeitsgeschuitzt, druckfest.

e Hohe Lichtausbeute 100 -110LM / W.

e Maximum 1.8M Lange fiir einzelnes Produkt.

e Ausgezeichnete Warmeableitung stabile Qualitat.

o Konventionelle Installation zur Verknipfung in Serie
o Wenig Lichtabklingzeit, L70 = 50.000 Stunden.

¢ Hochschlagfestigkeitstest, IK09.

e Lange Lebensdauer 50.000 Stunden.

e 5 Jahre Garantie.

e Energieeinsparung bis zu 80%.

Anmerkung

Die folgenden Daten werden von unserem Unternehmen unter dem Test von regelmaRigen
Umgebungsbedingungen und Bedingungen, verschiedene Umgebungsbedingungen und Bedingungen werden
zu unterschiedlichen Bezugspunkt zu erhalten.

Der Parameter wurde mit ™' markiert, was bedeutet, dass die Daten tatsachlich von unserem Unternehmen im
Batch bewertet wurden und deren Toleranz + 5% betragt.

S/N Rules:

SN:SE—XXXXXX—XXX
1 2 3 45

1. Company Brand: SE

2. Lange: 2T=600mm,4T=1200mm, 5T=1500mm

3. Leistung: 20W, 30W,40W,50W,60W,70W

4. Helligkeit: C=Common Brightness, H=High Brightness

5. Funktion: D=Dimmbar, S=Bewegungssensor, E=Notlichtfunktion
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Parameter

Power Luminous LEDSource LED QTY Colorlndex(CRI) PowerFactor Power Efficiency

SE-2T20W 20W 2000~2200Lm 2835 SMD 120pcs Ra=80 >0.95 >0.87
SE-2T30W 30W 3000~3300Lm 2835 SMD 180pcs Raz=80 20.95 20.87
SE-4T40W 40W 4000~4400Lm 2835 SMD 240PCS Ra=80 20.95 >0.87
SE-4T50W 50W 5000~5500Lm 2835 SMD 312PCS Raz=80 20.95 20.87
SE-4T60W 60W 6000~6600Lm 2835 SMD 360PCS Ra=80 >0.95 >0.87
SE-5T50W 50W 5000~5500Lm 2835 SMD 312PCS Raz=80 20.95 20.87
SE-5T60W 60W 6000~6600Lm 2835 SMD 360PCS Ra=80 >0.95 >0.87
SE-5T70W 70W 7000~7700Lm 2835 SMD 420PCS Ra=80 20.95 20.87

MODEL SE-2T20W SE-2T30W SE-4T40W SE-4T50W SE-4T60W SE-4T60W SE-5T50W SE-5T60W SE-5T70W
THD <13%
Output Voltage DC36~42V
Input Voltage AC100~240V~ 50/60Hz
Color Temperatur 2800-3200K  4000-4500K  5000-5500K  6000-6500K
Beam Angle 120°
Lifespan 30,000~50,000H
Working Temp -20~+50°C
Storage Temp -40~+85C
Warranty 5Years
IP Rate IP65

LIP-Technik - Binger LandstralRe 89 - 55606 Kirn - Germany
Telefon +49 (0)6752 9147061 - Fax +49 (0)6752 9147170 - Email: info@lip-technik.com - www.lip-technik.com



Optical Parameter Luminance
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Zeichnung

Model NO. 2M(Lux)" 3M(Lux)’

SE-2T20W 696.2 174 77.35 43.51
SE-2T30W 860 220 90 81
SE-4T40W 1361 329.0 146.2 82.25
SE-4T50W 1662 415.4 184.6 103.9
SE-4T60W 1850 473 225 167
SE-5T50W 1702 480.4 234.6 123.9
SE-5T60W 1950 530 240 180
SE-5T70W 2300 650 330 254
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Model NO. Size A(mm)’ Size B(mm)’ Size C(mm)’ Size D(mm)’
SE-2T20W 600 85 74 800
SE-2T30W 600 85 74 800
SE-4T40W 1200 85 74 800
SE-4T50W 1200 85 74 800
SE-4T60W 1200 85 74 800
SE-5T50W 1500 85 74 800
SE-5T60W 1500 85 74 800
SE-5T70W 1500 85 74 800
B. Verpackung
i | =
{
Model No AASE DAL G CTNASIZE(MM) CTNB SIZE(MM)
(kg)* (kg)*
SE-2T20W 6 117 7.7 650%90*80 680%210*280
CTHA

SE-2T30W 6 117 7.7 650%90*80 680*210*280 U

SE-4T40W 6 2.07 138 1250*90*80 1280*210%280

SE-4T50W 6 2.07 13.8 1250*90*80 1280%210%280

SE-4T60W 6 2.07 13.8 1250*90*80 1280%*210%280

SE-5T50W 6 2.44 16.2 1550*90*80 1580*210%280 ﬂ'

SE-5T60W 6 2.44 16.2 1550*90*80 1580*210%280

SE-5T70W 6 2.44 16.2 1550*90*80 1580%210%280

CTHA
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Optical Parameter Luminance
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Model NO.

SE-2T20W-CD 696.2 174.0 77.35 43.51
SE-2T30W-CD 860 220.0 90 81
SE-4T40W-CD 1361 329.0 146.2 82.25
SE-4T50W-CD 1662 415.4 184.6 103.9
SE-4T60W-CD 1850 473 225 167
SE-5T50W-CD 1702 480.4 234.6 123.9
SE-5T60W-CD 1950 530 240 180
SE-5T70W-CD 2300 650 330 254

Dimming Mode

Triac 0-10V f PWM \
imming Dimming Dimming

D
OFF ON OFF ON OFF ON

OFF ON
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Zeichnung

Model NO. Size A(mm)’ Size B(mm)’ Size C(mm)’ Size D(mm)’
SE-2T20W-CD 600 85 74 800
SE-2T30W-CD 600 85 74 800
SE-4T40W-CD 1200 85 74 800
SE-4T50W-CD 1200 85 74 800
SE-4T60W-CD 1200 85 74 800
SE-5T50W-CD 1500 85 74 800
SE- 5T60W-CD 1500 85 74 800
SE-5T70W-CD 1500 85 74 800

B. Verpackung

| | =

G.W/CTN

Model No Pcs/C TN CTNASIZE(MM) CTNB SIZE(MM)
()

SE-2T20W-CD 6 1.2 8 650*90*80 680*210*280 CTHA
SE-2T30W-CD 6 1.2 8.0 650*90*80 680*210*280 U
SE-4T40W-CD 6 2.18 9.6 1250790*80 1280*210*280

SE-4T50W-CD 6 2.18 9.6 1250*90*80 1280*210*280

SE-4T60W-CD 6 2.18 9.6 1250*90*80 1280*210*280

SE-5T50W-CD 6 2.55 1.2 1550*90*80 1580*210*280 ﬂv
SE-5T60W-CD 6 2.55 11.2 1550790*80 1580*210*280

SE-5T70W-CD 6 2.55 1.2 1550*90*80 1580*210*280

CTHA
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Technische Daten des Prasenzmelder

HF system 5.8GHz CW radar, ISM Band
Transmission power <0.2mW
Detection angle 360° (Ceiling installation)
Detection angle 1-8m (radii)
Time setting 10sec. to 30min
Light - con tron 10-2000Lux
Standby power Approx. 0.9W
Detection range, time setting, light-control can be customization available

Erfassungs Bereich Diagramm

ceiling installation

/\ suggested installation height 2.5-3.5m
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Batterieparameter

Model NO. Emergency Time (hour) Emergency Brightness (Power) Battery Parameters

LIP-Technik

SE-2T20W-CEX 6W (30% Brightness) 7.2V 3600mAH
SE-2T30W-CEX 10W (30% Brightness) 12V 4400mAH
SE-4T40W-CEX 13W (30% Brightness) 12V 4000mAH
SE-4T50W-CEX 16W (30% Brightness) 12V 5000mAH
SE-4T60W-CEX 3 20W (30% Brightness) 12V 6000mAH
SE-5T50W-CEX 3 16W (30% Brightness) 12V 5000mAH
SE-5T60W-CEX 3 20W (30% Brightness) 12V 6000mAH
SE-5T70W-CEX 3 23W  (30% Brightness) 12V 7000mAH
Selbstprufungsfunktion:
1. : After charge in 48hours continuously, it will start to counting, 30days a cycle,

and then turn on in the emergent mode and lighting on 30second for self Inspection;
2, By Yearly: Likewise, 12 months a cycle, it will turn on in the emergent mode and lighting on
=30 minutes for self Inspection.

Parameter
MODEL Power Dimension Luminous LEDSource LED QTY  Colorindex(CRI) PowerFactor Power Efficiency
SE-2T20W-CXX 20w L600 * W85 *H74 mm 2000~2200Lm 2835 SMD 120pcs Ra=80 20.95 20.87
SE-2T30W-CXX 30W L600 * W85 *H74 mm 3000~3300Lm 2835 SMD 180pcs Ra=80 >0.95 >0.87
SE-4T40W-CXX 40W L1200 * W85 *H74 mm 4000~4400Lm 2835 SMD 240PCS Ra=80 20.95 20.87
SE-4T50W-CXX 50W L1200 * W85 *H74 mm 5000~5500Lm 2835 SMD 312PCS Ra=80 >0.95 >0.87
SE-4T60W-CXX 60W L1200 * W85 *H74 mm 6000~6600Lm 2835 SMD 360PCS Ra=80 20.95 20.87
SE-5T50W-CXX 50W L1500 * W85 *H74 mm 5000~5500Lm 2835 SMD 312PCS Ra=80 20.95 >0.87
SE-5T60W-CXX 60W L1500 * W85 *H74 mm 6000~6600Lm 2835 SMD 360PCS Ra=80 20.95 20.87
SE-5T70W-CXX 70w L1500 * W85 *H74 mm 7000~7700Lm 2835 SMD 420PCS Ra=80 20.95 20.87
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MODEL SE-2T20W-C  SE-2T30W-C  SE-4T40W-C  SE-4T50W-C  SE-4T60W-C | SE-4T60W-C SE'SZSOW- SE-5T60W-C SE-5T70W-C
THD <13%
Output Voltage DC36~42V
Input Voltage AC100~270V~ 50/60Hz
Color Temperatur 2800-3200K  4000-4500K  5000-5500K  6000-6500K
Beam Angle 120°
Lifespan 30,000~50,000H
Working Temp -20~+50°C
Storage Temp -40~+85C
Warranty 5Years
IP Rate IP65

Optical Parameter Luminance

S0M--- -

Height Diameter

0
AVERAGE BEAM ANGLE (50%) :116.6 DEG

Model NO.

SE-2T20W-XXX 696.2 174.0 77.35 43.51
SE-2T30W-XXX 860 220.0 90 81
SE-4T40W-XXX 1361 329.0 146.2 82.25
SE-4T50W-XXX 1662 4154 184.6 103.9
SE-4T60W-XXX 1850 473 225 167
SE-5T50W-XXX 1702 480.4 234.6 123.9
SE-5T60W-XXX 1950 530 240 180
SE-5T70W-XXX 230 650 330 254
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Installation

A Warning 1

Please disconnect the power before installation.

e Step 1: Drill 4 @6mm holes on the ceiling with electric drill. (as Fig.1)

LIP-Technik

e Step 2: Knock the plastic expansion into the hole which you drill. (as Fig.2)
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Fig.2

e Step 3: Install the buckle into the plastic expansion. (as Fig.3)
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Fig.3
e
e Step 4: Fix the tube into the buckle. (as Fig.4)

A SIS

Fig.4

e Step 5: Connect the power. (as Fig.5)

l N Warni NG | Please confirm when shut off the power cord access.

ISP S

Sequence
Number

1

Model No.

LED Tri-proof light

Quantity

2

Metal card buckle

3

304 SUS Screw

4

Well plugs
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Installation Abgehangte

Installation
O. Make a right position and screw hole @. Screw the steel cable onto the ceiling
it it
3. Hung the fixture under the steel cable and @. Adjust the position of the fixture and clean itsecure the

fixture by steel cable

» Note: Above installation“A” belongs to our standard installation, if you want to choose our way of
“B’installations then you need to select our optional accessories and pay.

Sequence Number Model NO. Quantity
1 LED Tri-proof light 1
2 Metal card buckle 2
3 The wire 2
4 304 SUS Screw 2
5 Wall plugs 2

A. INPUT 110-240V THE MAX. WATT IS 600W FOR THE CONNECTION
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Vorsicht

Bitte lesen Sie die Bedienungsanleitung vor der Installation.

Bitte installieren, anschlief3en und testen Sie die Lampe nach den ortlichen Vorschriften, Lampen sollten
immer installiert oder ersetzt werden mit Sorgfalt durch ein Fachunternehmen.

Stellen Sie vor der Installation sicher, dass das Gerat ausgeschaltet ist.

Uberprifen Sie bitte, ob die Lampen ganz und unbeschadet ist.

Bitte halten Sie die Lampen und Zubehor von Kindern fern, um Fehler zu vermeiden.

Fir den Schutz der Augen, bitte schauen Sie nicht die brennende Leuchte fur eine lange Zeit.

Decken Sie die Lampe nicht ab und halten Sie die Lampen fern von Feuer- oder Hochtemperaturobjekten.
Bei unsachgemaler Installation und Verwendung erlischt die Garantie

Schalten Sie das Gerat aus und kihlen Sie die Lampe vor dem Reinigen ab.

Geeignet fir Umgebungstemearaturen von -20°C bis +50°C
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